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Correcting Exposure in the Computer

PoorExposure is the result of poor quality light 
reaching the recording media. Usually caused
by wrong aperture or ISO settings for the 
shutter speed used when clicking the shutter 
release.

Improper white balance can contribute a color 
cast to the image.
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Ideally  these setting are made in the camera 
by using exposure guides such as an expo-disc
or a gray card and metering for the highlights 
and bracketing several images.
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ExpoDisc, fitted to the 
lens. Used for custom 
light settings. 
Somewhat expensive 
and must fit lens.

Gray, Black and White 
cards. Photograph in 
the light you will be 
shooting in and use it to 
set custom white 
balance

Lallyhood covers lens 
and can be folded up to 
fit in your pocket or bag. 
Point at the light source 
and set custom white 
balance to the image.
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Sometimes, time prevents this from 
happening and so we have to correct the 
problems in Photoshop CS2 and above,  or 
Photoshop Elements 5 and above.
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If you captured the image in camera RAW the 
process is a bit easier, but no fear JPEG  
captures can also be corrected, although 
there will be fewer options available for the 
correction process.
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We will be using AdobeCamera Raw to make 
these adjustments.

Before we begin we must set the program to 
open JPEG captures in Adobe Camera Raw 
(ACR).
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[ŜǘΩǎ ǎǘŀǊǘ ōȅ ƻǇŜƴƛƴƎ !ŘƻōŜ tƘƻǘƻǎƘƻǇ 
Elements 7 editor.
Then under file, select open as.
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Select the image you want to work on and in 
the open as drop down, select camera raw.   
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The image will open in Adobe Camera Raw 
(ACR) ready for exposure and lighting 
adjustments.





Increase Exposure by .75 stops


